» EG- Baumusterprufbeschelnlgung'4.

(2)  Geréte und Schutzsysteme zur bestimmungsgemaien Verwendung
in explosionsgefahrdeten Bereichen - Richtlinie 94/9/EG

(3)  Nr. der EG-Baumusterprifbescheinigung: BVS 13 ATEX E 052 ‘
(4) Gerat: Durchflussmesser Typ ZHM ** D4.KU.T-Ex / Typ HM00*/TC-R/S-01-TF Rt =3

(5)  Hersteller: KEM Kiippers Elektromechanik GmbH

(6)  Anschrift; Liebigstr. 5, 85757 Karlsfeld

(7)  Die Bauart dieses Gerates sowie die verschiedenen zulassigen Ausfuhrunge  sind i
dieser Baumusterpriifbescheinigung festgelegt.

(8) Die Zertifizierungsstelle der DEKRA EXAM GmbH, benannte Stelle Nr.
Richtlinie 94/9/EG des Europaischen Parlaments und des Rates ol 53
dass das Geréat die grundtegenden Sicherheits- und Gesun_ ;

explosionsgefahrdeten Bereichen gema® Anhang Il der Ric
sind in dem Priifprotokoll BVS PP 13.2113 EG med_grge’leg_t 7
(9) Die grundlegenden  Sicherheits- und , 'GéSth}:ih'Ei;ts,én yrd
Ubereinstimmung mit ; L

EN 60079-0:2012 Allgemeine Anforderungen
EN 60079-11:2012 Elgensu:herhelt A

’:f ¥

sichere’ AnWendtég q';s»/ Géféteéxlf?/
s , : [

(10) Falls das Zeichen X hinter der Beschemlgu
Bescheinigung auf besondere Bedmgungen fﬂr'

JA]QIEG

r Richtlinie 'zt ||/

€) N2GExialicTaGh | |

DEKRA EXAM GmbH
Bochum, den 12. Juni 2013

Zertifizierungsstelle Fachbereic!
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(13)

(14)

(15)

Anlage zur

EG-Baumusterpriifbescheinigung
BVS 13 ATEX E 052

15.1 Gegenstand und Typ

Durchflussmesser Typ ZHM ** D4 KU.T-Ex

a b c.def-g

Position Bedeutung Kennbuchstabe(n) / -ziffer(n)
a ZHM Zahnrad-Durchflussmesser
01 = ZHMO1
. 02 = ZHM02
b ZHM Grolte 03 = ZHMO03
xx = andere Groflien
¢ Grundtyp D4 = Bauart des Gerates
d Elektronik Version K = integrierte Elektronik
e Mechanische Ausfihrung | U = Universalabgriff
f O-Ring Material T = Teflon
q ATEX Zulassung Ex
Durchflussmesser Typ HM0O0*/TC-R/S-01-TF ***-Ex
abl/c-d/ e -f g—-h~
Position Bedeutung Kennbuchstabe(n) / —zaffer(n) i
a HM Turbinen-Durchflussmesser. '/’
b HM Groe 00* = Nenngrofie der. Messturbme
(2 Mechanische Ausfiihrung | TC = Lagerung Messeinsatz//,
d Prozessanschluss | R = Rohrverschraubung"«;
e Gehausematerial 5-01=Edelstahl’//////
f Elektronik Version | TF = _.;Tragerfrequenzabgplff 4
/ ‘ax:male Auégaﬂg/éfred u)en,
/ & : , ,f.f"/f /
g AJsgRngsSInst »* = andere ma)(;nale 7 // 1/
: //, usgangéfragi,: nZWes
h ATEX Zulassung Ex /L)

15.2 Beschreibung oy
Der Durchflussmesser ist ein eigensicher gespetstes Betrlebsmlttei das zur Aufnahme von |
Drehzahl/Durchfluss-Messsignalen aus flussigen Medien dient, ohne Beruhrung ’des Med1ums durch
elektronische Bauteile.

Brennbare Medien dirfen verwendet werden, sofern sie soweit frei/ von Sauerstoff smd dass sne keine |
explosionsfahige Atmosphére bilden.

Der Zahnrad-Durchflussmesser Typ ZHM ** D4 KU.T-Ex V* **-**-*.Ex besteht aus emem zyllndrlschen
Gehause aus Edelstahl (optional aus Leichtmetall), das eine' mechanische Durchﬂussmessemhelt und
in einem getrennten Raum eine eigensichere Elektronikbaugruppe enthalt.

Die Elektronikbaugruppe besteht aus einer Leiterplatte mit elektronischen Bauteilen.
Eine in Vergussmasse eingebettete Impuls-Aufnehmerspule ist in der Nahe des Zahnrades
angeordnet, jedoch durch die Trennwand zwischen den Raumen vom Zahnrad getrennt.

Der eigensichere Versorgungs- und Signalstromkreis (2-Draht NAMUR oder 3-Leiter Konfiguration) ist
auf einem Steckverbinder aufgelegt.

Der Turbinen-Durchflussmesser Typ HMOO*/TC-R/S-01-TF ***-Ex besteht aus einem rohrférmigen
Gehause aus Edelstahl (optional aus Leichtmetall), das eine mechanische Durchflussmesseinheit und
in einem getrennten Raum eine eigensichere Elektronikbaugruppe enthait.

Die Elektronikbaugruppe besteht aus einer Leiterplatte mit elektronischen Bauteilen.

Eine in Vergussmasse eingebettete Oszillatorspule ist in der Nahe des Turbinenrades
angeordnet, jedoch durch die Trennwand zwischen den Radumen vom Turbinenrad getrennt.

Der eigensichere Versorgungs- und Signalstromkreis (2-Draht NAMUR oder 3-Leiter Konfiguration) ist
auf einem Steckverbinder aufgelegt.
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15.3 Kenngrélken

16.3.1  Versorgungs- und Signalstromkreis

15.3.1.1 Stromversorgung \
ZHM ** D4 KU.T-Ex: Steckerstifte 1 (‘'+' oder NAMUR +), 2 (- oder NAMUR ) 3 (-
HMOO*/TC-R/S-01-TF ***-Ex: Steckerstifte 1 (+), 2 und 3 (-); 5 (PE) -

Spannung U; DC 30 V ‘
Stromstarke I; 120 mA
Leistung P 850 mW

Innere wirksame Kapazitat Ci 8 nF
Innere wirksame Induktivitat L SREEH 11

15.3.1.2 Signal-Ausgangsstromkreis 'push pull' (3-Leiter Konfiguration mit dem
Versorgungsstromkreis)
ZHM ** D4.KU.T-Ex: Steckerstifte: 4 (Signal), 2 und 3 (-) .
HMO0*/TC-R/S-01-TF ***-Ex: Steckerstifte: 4 (Signal), 2 und 3 ( )

Spannung

Stromstarke

Leistung

Stromstarke

Leistung

Innere wirksame Kapazitat
lnnere wirksame Induktivitat

15.3.2  Umgebungs- und Medlum- Temperatu:jaereieh‘ 4

(16) Prufprotokoll _
BVS PP 13.2113 EG, Stand 12,06.2013

Entfallt
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Translation

EC-Type Examination Certificate

Equipment and protective systems intended for use
in potentially explosive atmospheres - Directive 94/9/EC

No. of EC-Type Examination Certificate: BVS 13 ATEX E 052
Equipment: Flow Meter type ZHM 0* D4.KU.T-Ex / type HMOO*/TC-R/S-01-TF ***-Ex \
Manufacturer: KEM Kiippers Elektromechanik GmbH

Address: Liebigstr. 5, 85757 Karlsfeld (Germany)

The design and construction of this equipment and any acceptable variation thereto are speclﬁed m
the appendix to this type examination certificate. .

The certification body of DEKRA EXAM GmbH, notified body no, 0158 in accordance th,Ar';i le 9'of'|. Il
23 March 1!

the Directive 94/9/EC of the European Parllament and the Councﬂ of arch// ‘zfs

equipment has been found to comply with the Essential Health and Safe ofl rné re aimg; tgl

the design and construction of equipment and protective syste nded fol "m | | \‘

explosnve atmospheres, given in Annex Il to the Dlrectwe ‘ ‘ \
f

" P ’T{‘FEHL‘ | \‘

EN 60079-0:2012 General requirements
EN 60079-11:2012 Intrinsic Safety “i”

This EC-Type Examination Certificate relates oniy to the dﬁs;g
specified equipment in accordance to Directive 94/9/EC '/

Ex) 112G Exiallc T4 Gb.

DEKRA EXAM GmbH
Bochum, dated 12" June 2013

Signed: Simanski Signed: Dr. Eickhoff

Certification body Special services unit
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(13) Appendix to

(14) EC-Type Examination Certificate
BVS 13 ATEX E 052

(15) 15.1 Subject and type

Flow Meter type ZHM ** D4.KU.T-Ex
ab c.def-g

Position Feature Code letter(s) / -number(s)
a ZHM Gear Wheel Flow Meter
01 = ZHMO1
. 02 = ZHMO02
b ZHM size 03 = ZHMO3

XX = other size

Model designation | D4 = basic model
Electrical design | K = integrated electronics assembly i HH

Mechanical design | U = universal pick up T R
O-ring material | T = Teflon N
ATEX approval | Ex /

K |[=wlo|alo

Flow Meter type HMOO*/TC-R/S-01-TF ***-Ex
abl/c-d e -f g-h

Position Feature Code letter(s) / ~number(s)
a HM Turbine Flow Meter -
. 00* = nominal SIZ'
b HM size - turbméa
[ Mechanical design
d Process connection tube connectlon :
e Housing material 8-01 = stalnless steel
f Electrical design | TF = carrier frequency pick t iy
/ &/500 H@
g output signal ’ quency // ’,f-'J.- 1
/ J I
h ATEX approval | Ex '

152 Descnptlon /

Flammable liquid media may be used, if they are so far free of oxygen that they do not form an’
explosive mixture.

The Gear Wheel Flow Meter type ZHM ** D4 KU: T-Ex by 1oLrLy. Ex comes w;th a cylmdrlcal stamless f

w

- intrinsically safe electronics assembly in a separate compartment of the enclosure

?_9_ bY The electronics assembly comprises a printed circuit board with electronic components.
E;R:“ A pulse-pickup coil embedded in casting compound is located close to'the gear wheel, but separated
b DEKRA. from the gear wheel by the separation wall between the compartments of the enclosure.

A DDE The intrinsically safe supply- and signal circuit (2-wire NAMUR or 3-wire configuration) is connected to
_'DEKF: a plug.
* ,. The Turbine Flow Meter type HM0O0*/TC-R/S-01-TF ***-Ex comes with a tubular stainless steel
A DD housing (light alloy housing optionally) containing a mechanical flow measuring assembly and an
,{,ﬂ; intrinsically safe electronics assembly in a separate compartment of the enclosure,
; R_#-P. 1 The electronics assembly comprises a printed circuit board with electronic components.

P The oscillator coil embedded in casting compound is located close to the turbine wheel, but separated
& 5 from the gear wheel by the separation wall between compartments of the enclosure.
 pERRA P The intrinsically safe supply- and signal circuit (2-wire NAMUR or 3-wire configuration) is connected to
gh D DE a plug.

em
AP
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15.3 Parameters

15.3.1  Supply- and signal circuit;

15.3.1.1 Power supply e
ZHM ** D4.KU.T-Ex: Connector-pins 1 ('+ or NAMUR +), 2 (*-' or NAMUR -), 3(-); 5 (PE)
HMOO*/TC-R/S-01-TF ***-Ex: Connector-pins 1 (+), 2 and 3 (-); 5 (PE) e

Voltage U; DC SOV C
Current L 1200 imaee
Power =3 850 mwW
Effective internal capacitance Ci 8 =

=

Effective internal inductance i

15.3.1.2 Signal-output circuit 'push pull' (3-wire configuration with power supply)
ZHM ** D4.KU.T-Ex: Connector-pins: 4 (signal), 2 and 3 (-)
HMOO0*/TC-R/S-01-TF ***-Ex: Connector-pins: 4 (signal), 2 and 3 (-)

Voltage Ui=U, DC 30
Current I

LU

HEfp

Power P
Current lo
Power BP5
Effective internal capacitance Ci
Effective internal inductance Az

)! identical with C, in the supply circuit
)? not identical with L, in the supply circuit ~~

1352 Ambient and medium temperature range: -40 °C <

(16) Test and assessment report ; :
BVS PP 13.2113 EG as of 12" June 2013

(17) Special conditions for safe use =

None

We confirm the correctness of the translation from the German original. /. f ‘
In the case of arbitration only the German wording shall be valid and binding. /-~

DEKRA EXAM GmbH

44809 Bochum, 12" June 2013
BVS-Scha/Ma A20130274

L & AP

Certification body Special services unit
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