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FEATURES

* For use with TCE 6000 and TCE 8000

e Remote display

SPECIFICATIONS
Display:

Supply Voltage:
Housing Material:
Protection Class:

back-lit LCD screen

132 x 32 dot

Programmed via front keyboard
via interface

ABS-FR (plastic, flame retardant)
P64

Weight: 0.4 kg [0.88 Ib]
Wall Mount: hidden screws
TEMPERATURE

Ambient Temperature:
Storage and Transport:

+0°C ... +60 °C [+32 °F ... +140 °F]
-20°C ... +80 °C [-4 °F ... +176 °F]

CONNECTIVITY

Electrical Connections:
Interface to TCE:

connectors M12
RS485, baud rate 19200

BENEFITS

» Easy installation

CLASSIC Series | TRD 8001 Coriolis Remote Display

» User-friendly setup procedures

» Can be mounted up to

1,000 m/3,280 feet away from meter

Rapg

PIN ASSIGNMENTS

1 +24 V Positive supply

2 -RS485 RS485 negative line
3 GND Supply ground

4 +RS485 RS485 positive line
5 n.c.

APPROVALS & CERTIFICATIONS

Hazardous area

ATEX Zone 2:
113G ExnA lICT4
EMC
EN 61000-6-4
EN 61000-6-2

www.tricorflow.com

120mm
[4.72in]

99mm *
[3.90in]

34mm
[1.34in]

90mm
[3.54in)

* Mounting holes
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Coriolis Technology
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