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Technical Datasheet

CON.USB.RS
Adapter Cable

Certified according to DIN EN ISO 9001



Adapter Cable — CON.USB.RS

Description

The CON.USB.RS is an adaptor cable with a built in USB to RS485 converter for controlling units with an RS485 interface by a computer via

USB.
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Operation

Make sure that the unit to be controlled is switched off.

Connect the free ends of the cable to the RS485 terminals of the unit to be controlled.

black GND
orange RS485+ (RS485A)
yellow RS485- (RS485B)

In case an additional long cable (> 100 m) is connected between the free ends of the unit and the unit to be controlled, the built in terminating
resistor of the unit must be used to maintain signal integrity.

Connect the USB connector to a USB plug of your computer.

Switch on the unit to be controlled and start the software on your computer.

Technical Data

USB Version USB 2.0

Receiver Input (VCM) TV<V, <+12V
Transmitter Output (VOD) 1.5V<V <5V
Differential Output Voltage 120 Q (yellow-orange)
Cable Length 1.8m

Ordering Information

CON.USB.RS Adaptor cable USB to RS485
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KEM Headquarters
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T. +49 8131 59391-0
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KEM Sales

Liebigstral’e 5
85757 Karlsfeld
Germany

T. +49 8131 59391-100
F. +49 8131 92604

sales@kem-kueppers.com

www.kem-kueppers.com

KEM Manufacturing Center

Wettzeller Stralle 22
93444 Bad Kotzting
Germany

T. +49 9941 9423-0
F. +49 9941 9423-23

production@kem-kueppers.com

KEM Service & Repairs

Wettzeller StralRe 22
93444 Bad Kotzting
Germany

T. +49 9941 9423-37
F. +49 9941 9423-24

service@kem-kueppers.com

info@kem-kueppers.com

More distributors & partners can be found at:

www.kem-kueppers.com
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