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Technical Datasheet

IPS

Protective Cover

Certified according to DIN EN ISO 9001



Protective Cover — IPS

Description

The protective covers of the series IPS are used to protect panel mount housings against water and pollution.

The protective covers are made out of clear soft PVC that all displays remain well visible and that the pushbuttons still can be operated without
removing the cover.

Operation

Push the protective cover from the front side over the panel mount unit. Make sure that the corners are well covered.
Put the unit into the cutout of the panel. Then ears of the cover must properly enter the panel cutout.

Mount the unit as described in the unit's manual.

Technical Data

Material PVC soft

Protection Class 1P65

Ordering Information

IPS 7-9 Protective cover for FAS 100
IPS 9-9 Protective cover for TCE 8000-S
IPS 9-14 Protective cover for TCE 8000-L-*-Ex
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KEM Headquarters

Liebigstralke 5
85757 Karlsfeld
Germany

T. +49 8131 59391-0
F. +49 8131 92604

info@kem-kueppers.com

KEM Sales

Liebigstral’e 5
85757 Karlsfeld
Germany

T. +49 8131 59391-100
F. +49 8131 92604

sales@kem-kueppers.com

www.kem-kueppers.com

KEM Manufacturing Center

Wettzeller Stralle 22
93444 Bad Kotzting
Germany

T. +49 9941 9423-0
F. +49 9941 9423-23

production@kem-kueppers.com

KEM Service & Repairs

Wettzeller StralRe 22
93444 Bad Kotzting
Germany

T. +49 9941 9423-37
F. +49 9941 9423-24

service@kem-kueppers.com

info@kem-kueppers.com

More distributors & partners can be found at:

www.kem-kueppers.com

KEM Kuppers Elektromechanik GmbH | LiebigstraBe 5 | D-85757 Karlsfeld | Tel +49 8131 59391 -0 | Fax +49 8131 92604
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